
Panel Gauges                                   

Minimum 
Roof Pitch

Install 
Method

Striations

Overlap Details
1)Panel  2)HI Temp Ice & Water Shield  3)Roof

24 & 26 gauge

3/12

Slotted Hidden
Fasteners

1"  Snaplock
Standing Seam

1

23
Panel Length 30' max length

All panels come with striations
unless requested otherwise

Panel 2

Panel 1

Roof

1" Tall rib 

12 & 16" Width

Underlayment

906-370-0734www.peakmetalroofing.com



f & j Trim
fj3

High Eave
He2

4.0"

3.0"

0.5"

0.5"

Specify Pitch

Wall Transtion
WT2

2.85"

1.5"

0.5"

1.15"

2.0"

1.15"
0.5"

Head Trim
ht2

1.0"

0.5"

3.35"
1.25"

2.0"

0.5"

D Style Dripedge
DE1

Specify Pitch

5.5"

5.5"

0.5"

0.5"

Ridge Cap 
RC2

Specify Both 
Roof Pitches

4.0"

7.5" 0.5"

Transition Flashing
TF2

3.2"

3.0"

1.1"

0.75"

Fastener Flange
Sidewall

SW2

2.85"

1.25"

0.5"

Base Trim
BT2

2.0"

3.1"

Eave Trim
ET1

0.5"

Specify Pitch

J Trim
JT2

2.39"

1.11"

1.0"

0.5"

1.0"

W Valley
WV2

9.0" 9.0"

1.0"

1.0"

1.0"

Z Trim
ZT2

Endwall
Ew2

Specify Pitch
4.0"

4.0"

0.5"

3.0"

3.0"

0.5"

 Gable Trim 
GT2

0.5"

1.0"

1.0"

1.5"

6.25"

FAscia
FA2

0.5"

Inside Corner
IC2

0.5"
0.5"

3.0" 3.0"

1.0"1.0"
1.0"

Outside Corner
OC2

4.0"

1.0"

0.5"

1.0"

0.5"

4.0"

Offset Cleat
OS2

2.0"

1.0"
0.4"

1.5"

3.05"

2.5"

1.0"

0.5"

1.0"

1.0"

1.0"

0.5"
1.0"

0.5"

4.0"

3.0"

GAble Trim
Gt3

0.5"


